S 39 3 Thermal Conductive Pad

Feature A Application & 5 Fi A 3%

® Very good thermal conductivity =~ ® RAFa93E M ® Flectronic components: IC ~ CPU ~ MOS

® Soft and high compressibility ® LA HRuEM ®/ED - M/B - P/S - Heat Sink -

® Natural tack ® 4k ® [ CD-TV - Notebook PC -~ PC -

:gﬁéﬁ;ﬁg?m ® EHikT Telecom Device - Wireless Hub......etc.
® 5t TR ® DDR IT Module - DVD Applications -
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Testing sample thickness: 1.5mm
In"Thermal resistance V.S. Pressure V.S. Deflection" chart, S39
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Hand-set applications etc.
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5393 Sample
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3 provide low thermal impedance. The pressure gets higher,
ts higher. S393 provide good compliance and softness.

Property S393 _ Unit Tolerance Test
Color 21 & Light Green 3% % - - Visual
Thickness B & (Gapiso.tmm, £ 50, 1mm) 0.3~20 mm 2 & - ASTMD 374
(The thickness canbe ordered T & £ S E A £ 4 4) ‘ 0.0118~0.787 inch 2 = - ASTMD 374
Thermal Conductivity ¥ 3k {4 3.5 W/m.k - ASTME 1530
Flame Rating & #% % 94V-0 | - - UL
Insulation Strength &t & & {4 ‘ >8 | kv - ASTMD 149
Weight Loss® # 4 % <1 | . - After 24hrsat200C
Specific Gravity t & 2.35 glem’ +02  ASTMD792
Working Temperature ™ {f /& /& -40 ~+200 {2 - =
Surface Resistance # & [ 4% ‘ 1.25x10" ohm - ASTMD 257
Elongation i & % 180 % | +0.2 ASTMD412
Tensile Strength i 4 5% & 7 Kgf/em? +0.5 ASTMD412
' Standard Shape 42  # # | -  Sheet ones$. } # - -
Hardness & /& | 1 | Shore A 43 . ASTMD 2240
REACH Compliant # 4#REACH #, # Yes & RoHS Compliant 4 4-RoHS 4§ Yes &
® Available to apply adhesive 7T & & K % i ®Pre-cut for different shape 7T 4% % K i & # 12
®Need sample? #: 54 F K X ¥y oz
K = 4.}""_;";2 * S393- ]_5;2;'0;3: 11&" =L 9 Choose the PIN.
1 I——:ilrl;lglr;etﬁg:tz‘mg'szi've or not? O=none, 1A=one side, 2A=two sides.
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